ﬁ B

IMAGE DESIGN

ISR2006

NIR ROLLING SHUTTER CMOS

IMAGE SENSOR

CHIEF APPLICATION

ISR2006 A—FK1.5EF2.5MEECMOSE KR ERXBOH, ABREXRESIH1936H*1280V, TR X

1080PEEMINMN
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IiE | Item Z4 | Item

Active Array Size

1936(H)*1280(V)

Pixel Size 9.9um x 9.9um
Lens Size 1.5 Inch
TEMP Range Operation -40-85C

Output Format

RAW12, RAW14

il . 105V/Lux/s@HCG
Sensitivity 7V/Lux/s@HCG
Full Well Capacity 7.2K(HCG) /98k(LCG) e~

Dynamic Range

78dB(HCG)/80dB(LCG)

SNR Max 39dB(HCG)/49dB(LCG)
Frame Rate 120/60FPS
Low Lux 10"-4
QE 30%@s40nm
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Version: ISR2006_V1.0

ISR200618MAISMERNEE. EEMRFHNRARNAEN, STRESITFINEE,
Rith LREERRE, URRE. FENERENGE.

Application Scenarios
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Low Light night vision High-end Monitoring

Product Feature

B ELINAR B HDR
Near Infrared imaging HDR
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Low Power consumption Multiple Chips work

synchronously

B LsHAE (FHRPO)
T AR E KA R 497

B RINDRE (ZFHHL)
BURSHEATUE (PK) HEERARNRAEIRIE

B REBPRE (Fampi-LE)

BMXMERZEH1I71SH)IAIRZEB6-287T9-108
TEl: 028-68669333
E-mail: imgds@imagedesign.com

WEB: www.imgds.com



